

















bQTonq Tips for 12 code changeable locks

Security Products

- Please read carefully prior to the lock installed.

USA patented No. 6,357,271

Designed to coincide with clock numbers -

12 Code Changeable Payphone Locks are designed to coincide with 11 12 1
numbers on a clock. All locks are preset at the 12 o'clock position.
Simply insert the #12 OP Key _(Operating Key) with small tab on key 10 2
at 12 o'clock position. Push the key in and then turn left or right 9 3
(depending on the style of payphone) to operate the lock.
OP Key is removable at locked position only. 8 4

7 5

6

Changing code without removing the lock -

Series 8800 Payphone Locks are designed for you to change the code within the system easily
and quickly. For example, to change the code to #3 from the preset code/position #12, simply
insert the Green Change Key with the small notch on key at 12 o'clock position. Push the key
in then turn to 3 o'clock position and remove the Green Change Key. The lock is now on new
code #3 and can be operated with the #3 OP Key only. If the #3 OP Key does not operate the
lock, insert the Green Change Key again in the neighboring positions, 2 or 4 o'clock, to reset it
to the 3 o'clock position. As you may have set to a wrong code desired.

The lock can be changed to any of the other 11 codes by inserting the Green Change Key into
lock with the small notch on key at the existing code number. If, by chance, you do not know
which code the lock is on, simply insert the Green Change Key starting at 12 o'clock through 11
o'clock until the key can be pushed in and turned. This will tell you which code the lock is on. _
The function of the Green Change Key is to change the code numbers in the same system
only; it can not operate the lock.

Q&A-

On occasion, we receive questions on what to do when the key might be removed from the lock
while in a wrong position. For example: Upper style payphone locks that have a cam (tail piece)
with an adjustable roller style stud that locks into a double housing latching device, or a cam style
that locks into stud or other device. This could happen when the lock cam locks into housing with
an over tight fit. Remove the steel nipple from face of OP Key by filing off. Then insert the key at
the point where it was removed from the lock. Generally, it is the 11 o'clock position for the left-
turn to open locks (GTE upper or Tatung upper style lock) and the 10o'clock position for the right-
turn to open locks (Intellical top lock). Next, turn the key and open the service door. You then
turn the key back to the correct 12 o'clock position and remove the key.

Please make sure to readjust the position of the cam stud, or file the locking area of the cam
without an adjustable stud, for snug but not over tight fit. Check the operation of the lock and
latching device with your 'T' key for proper fit prior to locking the payphone housing. New as well
as refurbished payphone housings can vary in locking tolerances. Do not continue using the
altered key as it may fail in a proper locked position while you think the lock was in the
locked position. Replace key as soon as possible.

Same principle applies to the lock installation for all the vending machines - make sure the
Cam is installed SNUG but NOT OVER TIGHT FIT.
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balon Sales Polic

Security Products

Terms -
All prices are based on FOB Garden Grove, California. Net 10 days can be
arranged upon approval on open account; others will be C.O.D. or prepaid.
Any past due account is subjected to a finance charge at 1.5% on unpaid
balance billed monthly. No further shipment will be honored until account is
brought current. Service charges will apply to all returned checks.

Recept & Refurn Goods Policy -

All orders are shipped through United Parcel Service (Ground) or best route of
our choice. Special arrangement is available upon your request with additional
charge. To protect your interest, it is suggested that a damage report be filed
with the carrier upon receipt of damaged or open shipment.

Any discrepancy regarding the shipment must be claimed within five days after
merchandise received. Any return item should be received within 30 days of
invoice date. A 'RGA' number must be obtained from our CSR prior to
returning merchandise.

There will be a 25% restocking charge on merchandise returned or refused for
reasons other than defects or incorrect shipments. The restocking charge may
vary on the in-house assembled products. No special order item can be
returned, other than factory defect.

Barton's Warranty -

Baton warrants, to the original purchaser, all ‘Baton’ locks are free of
manufacturing defects (excluding oxidation or discoloration) for a period of
one year from the date of purchase. Baton is not liable for any incidental or
consequential loss or damage.

Valialty & Specra/ Mote -

This Products/Price List is good for 6 months from the date issued and
supersedes all previous catalogues and price lists. Baton is not responsible
for any typographical errors or errors of omission.
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®
b QTO n 3 Systems of maximum securily locking

Security Products . .
y devices 1o meet total security needs

System A - Dimple Key System, Randem key or 5 Code cChangeable

Patented anti-picking ‘Double-V'
interlocking 9 pin tumbler cylinder
protection. Millions of restricted
different key codes are available.
Can be programmed with a super 5
code changeable system. See Page
3 and Page 4 for details.

More than 20 different key profiles,
tens of millions of different key
combinations. Can be keyed
Differently/Random keyed,

Keyed Alike, Master keyed

in pairs or in groups. See

Page 5 and Page 6 for details.

System B - Defamer Disc Systfems

12 code changeable payphone locks can
be code changed in any sequence,
back and forth, without losing
codes or removing locks. 12
stainless steel pin tumbler
cylinder protection, present

up to 60,000,000,000

different key codes. See

Page 7 and Page 8 for details.
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