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O On Series 'TX-K'
Crystal & Brass Knob Sets

Security Products

Baton Series 'TX-K' Knob Sets
combine style and beauty.
5 models are available.

Model TX-KC41 is featured with
2-5/16" Crystal Glass Knobs.
The Rosette and knob shank
are made of brass.

Finish: US26 & PVD

The knob of Models TX-KM51
and KM52 are made of forged
brass, and are featured with
a double Rosette design. The
bolting screws are concealed
behind the Snap-On upper
Rosette. Both the upper and
lower Rosettes are made of
wrought brass.

Hub size: 8mm on square

Finishes available :
US108B, 15, 15A, 26, 3 & PVD (rosette)

Model Nos. Description

TX-KC41 Knob set, Crystal glass
TX-KM53 Knob set, Forged brass
TX-KM54 Knob set, Forged brass

TX-KM53 TX-KM54
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bOTor% Series 'TX-LJ' Lever Sets

: - Stainless Steel
Security Products

Series TX-LJ Lever Sets are featured with
Baton's LT-RT281 Rosette Adapter, coupled
with stainless steel Rosettes and Levers.

The concealed Mounting screw design allows
these Lever sets to be used for series 'A’
Mortise Lock, series 'F', 'E' Euro Mortise
Lock, series 'D' Mortise Lock and series
'LT' Tubular Latches.

The package comes with 2 nylon spindle bushings,
for 7.3mm and 8.0mm spindles, to ensure smooth
and long lasting operation. Hub size: 8mm on square
Specify Passage or Privacy when ordering.

Stock No. Description & finish

TX-LJ21 Lever set, US32D
TX-LJ22 Lever Set, US32D
TX-LJ23 Lever Set, US32D

Latch and Mortise Lock case and Spindle are

separate purchase items. Please refer to

a) pages 45~52 for Series 'LT' Tubular
Latches and related accessories

b) pages 6 to 15 for Series 'A' Mortise
Lock cases and

¢) pages 32~40 for Series 'D', 'E' and 'F'
Mortise Lock Cases

d) page 87 for optional Spindles
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®
b OTO n Model TX-LK81 Classic Lever Set
- Solid Stainless Steel
Security Products

Baton Series TX-LK81 Lever Set
combines elegance and classic
beauty. The investment casting
stainless steel solid Lever and 2mm
thick Rosette are constructed with
Baton's plug type Rosette Adapter
(LT-RA281D). Bolting screws are
concealed, and coupled with
unmatched style and reliability.

The 1-1/2" center to center threaded
post works with Series 'LT' Tubular
Latch and Series ‘A" Mortise Lock
cases.

Hub size: 8mm on square. Please refer
to page 83 for optional Spindles. Specify
Passage or Privacy when ordering.

TX-LK81

Finishes:

us32 Bright polished stainless steel

US32D  Satin stainless steel

Z632 Bright polished
stainless steel and
Zirconium/6Gold

Z632D Satin stainless steel
and Zirconium/Gold

Sock No. Description

TX-LK81 Classic Lever Set

Latch and Mortise Lock case and —

Spindle are separate purchase items.
Please refer to 64
a) pages 45~52 for Series 'LT' Tubular

Latches and related accessories
b) pages 6 to 15 for Series ‘A’ Mortise | 132

Lock cases and

c) pages 32~40 for Series ‘D', 'E' and %
'F' Mortise Lock Cases

d) page 87 for optional Spindles
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Security Products

Baton series 'TX-T' Thumb Turns
are made of forged brass. The

optional 5mm square and breakable

flat style steel spindles provide a
wide range of usage in many
applications.

Furnished with emergency release
front plate and mounting screws.

Finishes available:
TA - US10B, 15, 15A, 26, 3
TB - US10B, 15, 19, 26, 26D, 3
TD - USI0B, 15, 19, 26D, 3

Series 'TX-T' Brass Thumb Turns
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1.42" 0.5"

TB- 5D/5S

‘ 5D - 5mm/Diamond
W ss- 5mm/Square
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2.37"

1T 7v-025

TB-6V/7V lI 6V -0.215"

< 142" 0.5

TD- 5D/5S

‘ 5D - 5mm/Diamond

M ss- 5mm/Square

25 215 237"
A N
Furnished w/front plate and )
mounting screws as standard. 317 I; 7v-o025
Pl
a TD- 6V/7V lI 6V -0.215"
vy
9
Model Nos. | Spindle type Hub styles to fit Baton products to fit
TX-TA 5D Mortise lock case series A & C, D
TX-TB 5D gmm Ond ¢ @ @ @ Mortise bolts LT245MB, LT780/783/786MB
TX-TD 5D amon Dead bolt latch D4-DA
TX-TB 5S 5mm on B LT245MB and Euro style latch/bolt
TX-TD 5S Square comes with 5mm on square hub
TX-TB 6V 0.215" W Mortise lock case series A & C, C275 or
XT-TD 6V on Vertical Mortise bolt w/5mm on Diamond hub
TX-TB7V | 0.25"W. Mortise lock cases D
TX-TD 7V on Vertical Deadbolt latches D4
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bQTOn Series 'N' Spindle, Dummy Plate

Security Products and Hub Sleeve

Spindles
Baton's series 'N' Spindles are made of wrought
steel for 8mm hub. Two styles are available:

‘NS’ Spindles feature groove cut, facilitating the
set screw of Knob/Lever mount without slipping.
'NT' Spindles feature a 7/16" of f-center hole
drilled to allow the pointed set screw to stick on
to the spindle. Both styles are available with the
following models:

-Half Spindle - for Grip Handle on one side with
interior Knob/Lever trim (HL or HK).

-Solid Spindle - one piece construction, for Passage.

-Swivel Spindle - for Privacy and Entrance.

Stock No. Description
NS-8H-275 Half Spindle 2.75"
NS-8S-400 Solid Spindle 4"

NS-8S-450 Solid Spindle 4.5"
NS-8S-500 Solid Spindle 5"
NS-8W-400 Swivel Spindle 4"
NS-8W-450 Swivel Spindle 4.5"
NS-8W-500 Swivel Spindle 5"

NT-8H-275 Half Spindle 3.5"
NT-8S-400 Solid Spindle 4"
NT-8S-437 Solid Spindle 4.375"
NT-8S-500 Solid Spindle 5"
NT-8S-700 Solid Spindle 7"

NT-8W-400 Swivel Spindle 4"
NT-8W-437 Swivel Spindle 4.375"
NT-8W-500 Swivel Spindle 5"
NT-8W-700 Swivel Spindle 7"

Spindle Bracket- for Dummy trim
Wrought brass, can be accommodated with
a) Half Spindle for single side dummy frim mount,
b) Straight Spindle for double side dummy trim
mount, or c) Swivel Spindle for one side dummy and
other side active.
Hub Sleeve 7x7mm
-for converting a mortise lock case or Tubular Latch
to take a 7x7mm spindle from a regular 8mm Hub.
For the split hub application, simply insert the Hub
Sleeve from each side of the Hubs. I[ 4
7.9

Brackets with
Straight Spindle

Bracket with
Half Spindle
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~
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Stock No. Description

NS-B8 Spindle Bracket, w/2 screws _ | 79
NZ-H7 Hub Sleeve 7x7mm NZ-HS7




®
bOTOn Model RK-20 Rekeying Kit

Security Products

This rekeying pin kit is desighed for Baton cylinders that are stamped with 'BC' code or other compatible cylinders.
AC29/30/31 - Mortise Cylinders
D400-AK5/AK6 - Key in knob Cylinders
D400-AS/AD - Single and Double Rim Cylinders
D421/422/461/462 - Single and Double Deadbolts
D451P - Single Deadbolt Rim Cylinder
EC61/62 - Euro Profile Cylinders

RY-PSZ
pin spring

100 pcs

RKXX-62
seal Plate for
pin Holes

Cam Screw

sraight O™

10 pcs
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Key blanks for Baton
cylinders are constantly
stocked for your

RK-20 Rekeying Pin Kit convenience.
RK-SB-KB4 | 'Schlage-C' 4 pin, brass nickel plated
RK-SB-KB5 | 'Schlage-C' 5 pin, brass nickel plated
RK-SL-KB5 | 'Schlage-C' 5 pin, nickel silver
RK-SL-KB6 | 'Schlage-C' 6 pin, nickel silver

Stock No. Description




®
bOTOn In-house Keying Services

Security Products

Baton's series 'AC', 'D4' and 'EC’ cylinders that are constructed with 'Schlage-C' keyway, can be keyed to Keyed
Alike (KA), Master Keying (MK), Grand Master Keying (6MK) or Construction Keying (CK1, CK2). Please call our
CSR for the details.

KA - Keyed Alike - one ke MK - Master Keying

fits all
‘ R Each lock is operative with it's own key; the
management has one key that operates all locks
within the system

Cylinder can be keyed to
work with one same key,
No Master keying.

,__ B 3]

Master key |- (0 g]-

These cylinders can be
keyed to the same system,
KA, MK, GMK or CK

— ) One GMK key operates
y two or more MK
\ systems
.
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Master key MKD 300¢ MK key A

(Optional) [
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MKD AxR1
MKD BOO!

, : GMK -
@“qu!____ Voided after any of the Grand

Construction key Lerel 2,
Construction key  individual key, or Master Master
- Level 1 key is operated key

@]||E'|Ig:_- |\_/°id7 Ihe construction key
evel 1.

Construction key ~ Voided after the individual
- Level 2 key or MK key is operated.




Appendix 92
Instruction For Rotating Spring Latch and Egress
For Series E600, E700, E900 Euro Mortise Lock cases

The handing of the Spring Latch and Egress function of the Baton Series 'E' Euro Mortise
Lock Cases are field-reversible. Removing the case cap to change the handing is not
necessary. Please follow instructions to rotate the Spring Latch and to activate the Hubs.

A) To rotate the Spring Latch:

Step 1 -
Remove outer Faceplate to prevent M\
0

scratching the finish of the Faceplate.

Step 2 -
With a Slotted screwdriver, push 2K

the spring-loaded Latch Bolt past

the Armor Front in order to rotate ﬁ
180 degrees. Release spring

tension and snap Latch Bolt back
to its working position in slot.

For a Passage function lock,

go right to Step 5.

B) To set the Egress function :

The Metal Block is always to be set on exterior side of your door. If the Metal Block is set to
to a different side, please follow the steps below to engage the Egress function. (Note: The
Egress function enables the inside Lever to retract Latch and Deadbolt simultaneously - to open

the door in one action). Take the following steps after determining which is to be the interior/
exterior of your lock case.

Step 3 - Step 4 -
Remove the Block Screw and Install the Metal Block into
Metal Block from the lock case the reverse side of the lock

case and fasten with the

Block Screw. The Metal
0 & Block should always be
0 L% ] installed to the outer side
" of the lock case. o
@&
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Step 5 -
Attach Faceplate, fasten with screws on to the door prior to installing the Lever/Trim

set and Cylinder if applicable. Test the lock function before CLOSING DOOR.




Instruction For Rotating Spring Latch and Egress

For Series F400 Euro Mortise Lock cases

The handing of the Spring Latch and Egress function of the Baton Series 'F' Euro Mortise
Lock Cases are field-reversible. Removing the case cap to change the handing is not
necessary. Please follow instructions to rotate the Spring Latch and to activate the Hubs.

A) To Activate the Lever Hubs and to set the Egress function :

The lock case is pre-assembled with a rigid hub set by Blocking Screws on both sides. Please
follow the steps below to release the Hubs and to engage the Egress function. (Note: The Egress
function enables the inside Lever to retract Latch and Deadbolt simultaneously - to open the door
in one action). Take the following steps after determining which is to be the interior/exterior of
your lock case.

Step 1 - Step 2 - Step 3 -
Remove the Hub Blocking Screw  Tighten the hub blocking screw  Test the lock -
at the Exterior side of the lock case located at the Interior Throw the deadbolt with a Profile Cylinder

(To be ordered separately). Insert the

Swivel Spindle into the hub

A S to test the Hubs
0

Q with a Lever
Q
N °
G ® 0
I]% 3.1 - The Exterior Hub (the side without

0 Hub o a Hub Blocking Screw) retracts the
Latch, but does not engage to the
oo ? Deadbolt.
0 3.2 - The inside Hub retracts Latch and
0 Latch 0 Deadbolt simultaneously
'E

Swivel
Spindle

Remove
Hub Blocking

Screw(S1) / outside Deadbolt
/
Exterior
N

B) Rotate the Spring Latch -

The Spring Latch is assembled for Right Hand or Left Hand Reverse. If this is correct for your
application, there is no need to rotate the Latch. However, the Latch can be rotated thusly.

Tighten Note: You must use a Swivel Spindle to
Hub Blocking engage the Egress feature. If your
Screw(S2) / inside Trim package is provided with a
. solid Spindle and you do not want
Interior to have the Egress feature; the
inside Hub Blocking Screw (S2)
must be also removed.

Step 1 - Step 2 - Step 3 -
Depress the latch about 1/16" until Remove the latch, rotate 180 Press the latch all the way back
you can Slide up the Latch Trigger degree and snap back to its to the lock case. It's done.

working position in slot.

Latch
Trigger O




Measurement Chart - Inch vs. MM

Inch MM Inch MM Inch MM

116" | 0.0625" | 1.5875| | 1-1/16" | 1.0625" | 26.9875| | 2-1/16" | 2.0625" | 52.3875

118" | 0.1250" | 31750 [ 1-1/8" 1250" | 28,5750 | 2-1/8" | 2.1250" | 53.9750

316" | 01875" | 4.7625( | 1-316" | 1.1875" | 30.1625 23/16" 2.1875" | 55.5625

1/4" | 0.2500" | 6.3500 1 2900" | 31.7500 2.2500" | 57.1500

14" 2-1/4"

oM6" | 03125" | 7.9375 16" | 1.3125" | 333375 [ 2-516" | 2.3125" | 58.7375
8" 8"
|

716" | 04375" | 11.1125] | 1-7116" | 1.4375" | 36.5125| | 2-7116" | 2.4375" | 61.9125

1/2" | 0.5000" | 12.7000 | 1-1/2" | 1.5000" | 38.1000| | 2-1/2" | 2.5000" | 63.5000
916" | 0.5625" | 14.2875| | 1-916" | 1.5625" | 39.6875 29/16" 2.5625" | 65.0875

1.
1.
1.
1
1-5/ 1. 2-
38" | 03750" | 95250 | 1-3 1.3750" | 34.9250 | | 2-3 2.3750" | 60.3250
1. 2-
1.
1.
1.
1.

58" | 0.6250" | 15.8750| | 1-5/8" 6250" | 41.2750 [ | 2-5/8" | 2.6250" | 66.6750
116" | 0.6875" | 174625 [1-11/16"| 1.6875" | 42.8625| | 2-11/16"| 2.6875" | 68.2625
34" | 0.7500" | 19.0500| | 1-3/4" | 1.7500" | 44.4500| | 2-3/4" | 2.7500" | 69.8500
13116" | 0.8125" | 20.6375| [1-13/16"| 1.8125" | 46.0375| | 2-13/16"| 2.8125" | 71.4375
718" | 0.8750" | 222250 | 1-7/8" | 1.8750" | 47.6250| | 2-7/8" | 2.8750" | 73.0250
15116" | 0.9375" | 23.8125| [1-15/16"| 1.9375" | 49.2125| | 2-15/16" | 2.9375" | 74.6125
1" | 1.0000" | 254000 2" 2.0000" | 50.8000 J' 3.0000" | 76.2000
Inch MM Inch MM Inch MM
316" | 3.0625" | 77.7875 41/16" 4.0625" |103.1875| | 5-1/16" | 5.0625" |128.5875
38" | 3.1250" | 79.3750 | | 4-1/8" | 4.1250" | 104.7750 | | 5-1/8" | 5.1250" |130.1750
3-316" | 3.1875" | 80.9625 43/16" 4.1875" 1106.3625 | | 5-3/16" | 5.1875" |131.7625
314" | 3.2500" | 82.5500 | | 4-1/4" | 4.2500" |107.9500 | | 5-1/4" | 5.2500" |133.3500
3-5116" | 3.3125" | 84.1375| | 4-5/16" | 4.3125" |109.5375 55/16" 53125" |134.9375
3-3/8" | 3.3750" | 85.7250( | 4-3/8" | 4.3750" | 111.1250 | | 5-3/8" | 5.3750" |136.5250
3-116" | 3.4375" | 87.3125 47/16" 44375" | 1127125 | 576" | 54375" |138.1125
312" | 3.5000" | 88.9000| | 4-1/2" | 4.5000" |114.3000 | | 5-1/2" | 5.5000" |139.7000
39M16" | 3.5625" | 90.4875( | 4-916" | 4.5625" | 115.8875| | 5-9/16" | 5.5625" | 141.2875
358" | 3.6250" | 92.0750 45/ 46250" [ 1174750 | | 5-5/8" | 5.6250" |142.8750
316" | 3.6875" | 93.6625 | [4-11/16"| 4.6875" | 119.0625 | | 5-11/16"| 5.6875" | 144.4625
3-34" | 3.7500" | 95.2500 | | 4-3/4" | 4.7500" |120.6500 | | 5-3/4" | 5.7500" | 146.0500
31316" | 3.8125" | 96.8375| [4-13/16"| 4.8125" | 122.2375 | |5-13/16"| 5.8125" | 147.6375
37/8" | 3.8750" | 984250 | 4-7/8" | 4.8750" |123.8250 | | 5-7/8" | 5.8750" |149.2250
3-15/16" | 3.9375" 1100.0125 | [4-15/16"| 4.9375" | 1254125 | | 5-15/16"| 5.9375" |150.8125
4' 4,0000" |101.6000 5" 5.0000" |127.0000 6" 6.0000" |152.4000
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