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Baton's Series AC29 mortise cylinder is made of extruded solid
brass. The unique bevel head design provides both for the recess
and flush mount escutcheon a glaring of style and beauty. 'Schlage
-C' keyway. Two large bow keys are included as standard. Available:
Key Different (KD), Keyed Alike (KA), Master Keying (MK), single
and double lever construction Keying (CK1, CK2). Please refer to
page 89 for the available in-house keying services. Finish is applied
to the Cap over a US4 or 26D finished barrel (please specify).
Available in US10B,15, 154, 19, 26, 26D, 3, 32D, 5 & PVD. Except
otherwise specified, cylinder is furnished with one 'YA' straight
cam only. The 1/8" offset cam (YB) or 'C2' cam are optional

Custom made extended Mortise cylinders (i.e.. 2-3/4" and longer)
are available to order. Please call Baton's CSR for details.

The cylinder can also be ordered with elegant Thumb Turn to
pair with the key cylinder. Two style of the Thumb Turns
are available for your convenience.

- Egg style T Turn - Please refer to AC29B.
Finishes: US108B, 15, 19, 26, 26D, 3

- Fan style T Turn - Please refer to AC29D
Finishes: US10B, 15, 19. 26D,3

Model AC26-181 features a reversible dimple key profile
protection. Supplied with Keyed Different (KD) or Keyed AC298
Alike (KA) in pair. Included 2 keys per cylinder as standard. 8" offser By using the 1/8" offset cam

(RK-H-YB), the dimensions
under 'L2' can be achieved.

L1 L2

«— L2 —»

125"

Rermarks:
7 - Barre/ in USZ6D or US4 finish. Specrfy when orderimg.
2- To find the length of 1he cylinder you need:
L2 the thickness of 1he door plus 1he 1hickness of 1he Trim.
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Baton's Series AC30 mortise cylinder is made of extruded solid
brass. The unique bevel head design provides both for the recess
and flush mount escutcheon a glaring of style and beauty. AC30
is furnished with an 1.25" diameter finished flat cap and AC31 is
furnished with an 1-3/8" diameter finished flat cap. 'Schlage-C"
keyway. Two large bow keys are included as standard. Availabl
Key Different (KD), Keyed Alike (KA), Master Keying (MK),
single and double lever construction Keying (CK1, CK2). Please
see page 89 for the available in-house keying services. Finish
is applied to the Cap over a US4 or 260D finished barrel. (please
specify). Available in US10B, 15, 15A, 19, 26, 26D, 3, 32D, 4, 5
& PVD. Except otherwise specified, cylinder is furnished with
one 'YA'straight cam. The 1/8" offset cam (YB) or 'C2' cam
are optional.

Custom made extended Mortise cylinders (i.e.. 2-3/4" and longer:)
are available to order. Please call Baton's CSR for details.

The cylinder can also be ordered with elegant Thumb Turn to
pair with the key cylinder. Two style of the Thumb Turns are
available for your convenience.

- Egg style T Turn - Please refer to AC308B or 31B
Finishes: USI10B, 15, 19, 26, 26D, 3

- Fan 57‘}’/6 T Turn - Please refer to AC30D or 31D By using the 1/8" offset cam
Finishes: US10B, 15, 19, 26D,3 8" offser (RKH-YB), the dimensions

under 'L2' can be achieved.

L1 L2

Rermarks:
7 - Barre/ in US26D or US4 finish. Specify when ordering.
2- 7o find the length of 1he cylinder you need:
172 the thickness of 1he door plus The 1hickness of 1he Trim.



















