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Mortise 4-5/16" (110mm) deep for lock case

1-3/16" (30mm)

Cylinder Hole - 1-1/4"dia

Drill 1/2 of the door 

thickness if the cylinder 

is applied this side.  

Drill through if double

cylinders are applied.

1-1/4" 

T Tur Hole -  5/8" dia. 

Drill 1/2 of the door 

thickness from inside

(T Turn side)  

Line up with vertical line 

on door face

Face bore

Edge bore

Door thickness

1-3/4"

1-3/8"

2-1/4"

X1 Line for Strike

X2 Line for Strike

7/8"

1-5/16"

Strike 

Center Line

Strike

screw 

location

Strike

screw 

location

Mounting

screw location

Mounting

screw hole

Insert the lock case into the mortise with Faceplate

attached, Mark outline of Faceplate, remove the lock

case and mortise for 5mm deep to suit for flush mount

5mm (7/32")

Y2 Line for ASA  or AZ-SD Strike

Y1 Line for ASA  or AZ-SD Strike

ASA strike

screw location

ASA strike

screw 

location

For 1-3/4" thick door, fold here, attached to 

the door at desire height.  Mark the position of 

necessary holes for Face bore and Edge bore.

If mortise for Strike has already been made in

metal frame, position Template using ASA 

Strike Line (Y1/Y2) as reference.

Template 

for A775

 Deadlock


_1301902264.unknown

_1301902263.unknown

